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INSTALLATION GUIDE

CONCRETE
FOOTING - Min:
200mm dia. x

500m deep

Posts (no base, concreted)

DYNABOLTS IN
CONCRETE

COACH SCREW 
OR BOLTS

Posts (with Base Plates)

Sloping Sites

ASK ABOUT OUR PREFERRED INSTALLERS IN YOUR AREA

•	 The	Fencing	of	Swimming	Pools	Act	1987	requires	owners	to	fence	the	pool	and	its	immediate	
area	according	to	the	specifications	in	the	law.	Please	consult	your	Local	Authority	regarding	
compliance.	

•	 You	are	required	by	this	law	to	register	your	pool	with	your	local	Authority.
•	 It	is	your	responsibility,	as	a	pool	owner,	to	comply	with	the	Fencing	of	Swimming	Pool	Act	

1987.
•	 Your	Local	Authority	must	be	advised	of	the	intention	to	construct	or	install	a	pool.
•	 For	interpretation	queries	on	the	Law	please	contact	your	Local	Authority.
•	 The	gate	must	always	open	away	from	the	pool.
•	 The	gate	must	self	close.	After	installation	test	the	opening	and	closing	operation	of	the	gate.	 

Open	the	gate	to	150mm	opening	and	release	and	the	gate	should	self	close.
•	 The	gate	must	not	have	ground	clearance	of	more	than	100mm.
•	 Panels	must	be	no	higher	than	100mm	above	ground	level.
•	 There	is	to	be	no	other	support	such	as	rail,	tree,	deck	or	bracing	of	any	kind	which	would	

allow	climbing	from	outside	the	pool	area	within	1.2m.

For more see: http://www.legislation.govt.nz/act/public/1987/0178/latest/DLM124473.html

LEGAL REQUIREMENTS Please	read	carefully



Description Height (mm) Length (mm) Diam. (mm)

Panels 1250 2400

Posts - no base 2000 50mm	square

Posts - with base 1380 50mm	square

Gate	Pack	(includes	posts,	self	closing	hinges	&	lockable	latch).		930mm	opening	between	posts.

COATINGS

Cyclone	Pool	Fencing	panels,	posts	and	all	fittings	are	manufactured	using	high	
quality	materials	and	finished	with	a	hot	dip	galvanised	coating	to	provide	users	
with	excellent	prolonged	life	characteristics.

Colour	samples	shown	are	indicative,	actual	colour	may	differ	slightly.

Galvanised Black SatinHawthorne Green

All	Cyclone	Pool	Fence	components	can	be	powder	coated	and	
are	available	in	either	Hawthorn	Green	or	Black	Satin.

IMPORTANT:	In	coastal	environments	double	powder	coating	is	recommended	
to	maintain	a	long	term	quality	coating	appearance	(additional	charge).

Powder Coated (over	galvanised	coating)

Colour Swatches

Galvanised

Triangle Folded Pool Panel

Tube Top & Bottom Pool Panel

Roll Top Pool Panel

FITTINGS

With	Plain	or	Base	Plate	Posts	Pre-Assembled	
ready	to	install.	1030mm	wide	with	930mm	
opening	between	posts.	Self-closing,	
Magnalatch	(child-proof),	key	lockable.

Posts	are	supplied	with	stainless	steel	bolts	and	nuts.	
Panels	are	supplied	with	galvanised	or	powered	
coated	clips.	Base	Plate	Fasteners	not	supplied.

Clips / Stainless Steel bolts and nuts

Gate Assembly Pack

Posts

No	base

With base

Base Plate

Self-closing

Spacer	Bar

Magnalatch	-	Child-proof,	key	lockable	latch

SPECIFICATIONS


