
HPHD40 POST HOLE DIGGER
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PUSH PRIMER BULB x10 MOVE CHOKE LEVER TO 
“START” POSITION

Throttle lock button

LOCK THROTTLE BY 
STEPS “1, 2, 3” 

PULL UNTIL ENGINE ATTEMPTS TO 
START - MAX 6 PULLS

MOVE CHOKE LEVER TO “RUN” 
POSITION

FULL THROTTLE RUN TO WARM UP 
FOR 5-20 SEC

ATTACH THE AUGER BIT AND LOCK
BY PINS

HOLD “STOP” FOR 2 SEC 
TO STOP

RUN FOR NORMAL OPERATIONPULL TO RUN - MAX 4 PULLS

STOP

HOLD “STOP” FOR 2 SEC 
TO STOP

STOP

R

R  Auger bit

S

R  Gudgeon & Cutter pins

PULL TO START - MAX 2 PULLS
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HPHD40 POST HOLE DIGGER

1     Gearbox
2     Gearbox lubrication inspection bolt
3     Airbox cover
4     Airbox lock knob
5    Air filter retainer
6    Air filter
7    Spark plug
8    Spark plug cap
9    Spark arrestor

SPARK ARRESTOR

CORRECT OPERATING
POSITIONS IS WITH 
POST HOLE DIGGER 

HANDLES
BELLOW WAIST LEVEL

DO NOT OPERATE
WITH HANDLES

ABOVE WAIST LEVEL

FUEL MIX RATIO


